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PRESS RELEASE 

 
 

ATEX approved Pressure Meters / Controllers 
with fieldbus interface 

 
 
The new IN-PRESS Pressure Meters by Bronkhorst High-Tech, The Netherlands, are modular 
instruments of rugged design according IP65 (dust- and waterproof). They can be combined with 
close-coupled control valves to form compact digital Pressure Controllers, whereby pressure 
ranges are measured and controlled within the range of 0-100 mbar up to 0-400 bar. Two styles 
are available; forward pressure control and back pressure control. The instruments are ATEX 
approved for use in Category 3, Zone 2 hazardous areas. 
 
The instruments have analog I/O-signals and also an RS232 connection as a standard feature. In 
addition to this there is the possibility of integrating an interface board with DeviceNet™, Profibus-
DP®, Modbus or FLOW-BUS protocol. The basic pc-board features integrated PID Control and 
various alarm and diagnostic functions. 
 
Applications can be found in process control systems as for example in food, chemical and 
petrochemical plants. 
 
 
For more information contact: 

 

BRONKHORST HIGH-TECH B.V. 
Nijverheidsstraat 1a 
7261 AK RUURLO 
The Netherlands 
 
Tel.: +31 573 458800 
Fax: +31 573 458808 
E-mail: sales@bronkhorst.com 
 
 

 
 
Enclosure: 1 picture      IN-PRESS digital Pressure Controller 
 

 


